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INDICIA PLACEMENT
Bulk mailing saves you postage costs!

1st Class and 3rd Class Bulk Mailing 
indicias are available. Send us your 
mailing list in an excel format.
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INK-JET OPTION
IMPORTANT: Leave a maximum imprint 
area of 4 inches (from right edge of card) x 
2-1/2 inches (from bottom of card) for 
ink-jet printing the mailing address.

Outside Margin (Bleed Area): 8 3/4" x 5 1/2"

Inside Margin (Imprint Area): 8 1/2" x 5 1/4"

8.5"

IMPRINT AREA

MAGNET PLACEMENT
The magnet can be placed ANYWHERE on the postcard,
as long as it is as least .5” from the postcard edge. 
Magnet placement may vary by 1/8” in any direction.

Business Card Magnet
3.5" x 2"

Jumbo Magnet
3.5" x 4"
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Optical Character Reader (OCR)
Read Area
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Designing A Mail Piece For Optical Character Reader (OCR)

Required by USPS
The RED AREA in the diagram below indicates the space needed for the OCR Re
PINK AREA  shows the space where the OCR Reader “may” pick up a stackable address if an address is not 
found in the red area (example: Bad Ink Jet Quality). Therefore, IF a magnet (or any other type of artwork 
printed on the postcard) is placed in the RED/PINK AREA and it  includes a stacked address, the mail piece 

 is in a single line and/or less than 8 pt it will 
not be picked up by the OCR Reader. 

Note: This example with the BLUE OUTLINE is an actual 
8.5x5.25 Postcard; you may place this instructional 
sheet on top and to the side of this example to verify the space 
needed for the OCR Reading Area. 
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REJECTED!

ACCEPTABLE

Double stack address okay outside
both Red and Pink areas.




